ONONDAGA COUNTY WATER AUTHORITY
NORTHERN CONCOURSE-P.O. BOX 4949
SYRACUSE, N.Y. 13221-4949

TYPICAL WATER SERVICE & METER INSTALLATION
WITH PRESSURE REDUCING VALVE*

*REQUIRED IN HIGH PRESSURE LOCATIONS -
HIGH PRESSURE SHOULD BE NOTED ON YOUR SERVICE APPLICATION LETTER. IF UNCERTAIN, CALL x3104.
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NOTES

1. Water Authority willnot connect to customers service, unless customer has a long stake extending
from the exact end of pipe to approximately two (2) feet above surface of the ground.

2. Houses having no cellars willrequire an inspection and approval of customer's service pipe before
connection is made. OCWA may require a meter pit.

3. All materials willbe furnished and installed by the Water Authority from the water main to the property line.
4. Property owner furnishes all materials and installs all piping to and into the building except the meter
which is furnished and installed by the Water Authority. Customer's piping shalllhave a minimum cover

of four and one half (4!/,) feet.

5. Meter must be located less than three (3) feet from where the service enters the basement between
two (2) shut-off valves and be conveniently accessible for reading and changing.

6. Piping is to be installed at the above listed clearance and have sufficient flexibility to set
and/or remove meter.

7. The inlet valve next to the meter shallbe a flared copper to iron pipe thread valve or a flared copper
to iron pipe thread angle valve.
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